
Indicaciones y setos recomendados

Controles

    Recomendaciones generales

MANUAL DE USUARIO

     Especificaciones

Corta agudos dejando tonos de Jazz cálidos y definidos de 
manera muy diferente al control de tono común.

Switch giratorio de 8 filtros
2x: Aumenta un nivel más a los primeros 8 filtros para usarlo 
con instrumentos que requieran más corte de agudos.
Peak: controla la cantidad de definición del tono.
P.Sim.: Activa un transformador que simula la señal de un 
pickup pasivo con la finalidad de poder usarlo después de 
buffers en cualquier lugar de la cadena y con instrumentos 
de baja impedancia de salida o pickups activos.
Footswitch True Bypass

Funciona en cualquier lugar de la cadena. Si tienes 
instrumentos con pastillas activas y/o por lo menos un buffer, 
úsalo al final de la cadena con el P.Sim. activado. Si lo utilizas 
conectado con cable directamente al instrumento con 
pastillas pasivas y sin ningún circuito o sistema inalámbrico 
de por medio, desactiva el P.Sim.
El primer filtro está con la perilla apuntando a las 7:00 y va 
incrementándose al girarlo a la derecha (sentido horario)
Cada uno de los filtros tiene una resonancia que puedes 
suavizar girando el Peak a la izquierda. Aunque la idea del 
Jazzifier + es justamente crear esa resonancia para alcanzar 
un tono definido, con esta perilla puedes mezclar y balancear 
lo que hace el Jazzifier con algo parecido a lo que hace el 
control de tono común. Tendrás el tono que te de la gana!

Peso: 160g        Largo: 9.8cm       Ancho: 5cm          Alto: 5cm
Voltaje de entrada:  9VDC            Centro negativo

ES

Jazzifier +

La entrada de alimentación es solo para encender el LED, 
Manténlo alejado de cualquier tipo de solvente. Refiérete 
siempre a la garantía para más detalles.

Instructions and recommended settings

Controls

General recomendations

USER MANUAL

     Specifcations

Cuts high end for warm and defined Jazz tones in a very 
different way a classic tone control would.

8 filter rotary switch
2x: adds an extra level to the main 8 filters to use it with 
instruments that require more high end cut.
Peak: controls the definition of  the tone.
P.Sim.: Activates a transformer that simulates a passive 
pickup signal in order to be used after buffers, in any spot 
of  the pedal chain and with instruments with low output 
impedance or active pickups
True Bypass Footswitch

Works in any spot of  the pedal chain. If  you use instruments 
with active pickups and/or at least one buffer, plug it at the 
end of the chain with the P.Sim. activated. If  you use it 
connected with cable straight into the instrument with 
passive pickups and without any circuit or wireless system 
in between, turn down the P.Sim. toggle switch.
The first filter is set with the knob pointing at 7:00 and 
increases the high end cut as the knob is turned to the right 
(clock wise)
Each filter has a resonance which you can tame by turning 
the Peak knob to the left. Even if  the goal of  the Jazzifier + is 
to reach this resonant peak, you can blend and balance all 
that Jazzifier tone with something similar to a regular tone 
control. You'll have any tone you want!

Weight: 160g       Length: 9.8cm       Width: 5cm      Height: 5cm
Input Voltage: 9VDC                            Center Negative

EN

Jazzifier +

DC input is only to power the LED. Keep it away from any 
kind of solvents. Please, read the 5 year waranty for more 
detalis.
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